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OVPLI-COLOR
DUPLI-COLOR AEROSOL ART Technical Information

Fast-drying acrylic-based quality for numerous application
possibilities. Special spray system, which is even used by
famous graffiti artists. A broad range of the best-selling
colours, mainly matching to RAL. Also available as clear
coat.

Suitable for wood, metal, paper, glass or paintable hard
plastics as well as for many textiles. Also applicable for the
designing of finery, concrete and natural stone.

AEROSOL

Ord.-no: 666391, 722479, 722486, 722493, 722509,
722516, 722523, 722530, 722547, 722554, 722561,
722578, 722585, 722592, 722608, 722615, 722622,
722639, 722646, 722653, 722660, 722677, 722684,
732584,732898, 732904, 732911, 732928, 732935,
732942,732959, 732966, 732973, 732980, 732997,
733000, 733017, 733024, 733031, 733048, 733055,
733062, 733079, 733086, 733093, 733109, 733116,
733123,733130, 733161, 733185, 733192, 740978,
740992, 741067, 741166, 741289, 741296, 741326,
741333,741425,741432,741449, 741456, 741517,
741548, 741555, 744396, 744402, 747526, 747533,
747540, 769757, 787836, 787843, 787867, 126185,
126192, 126208, 131349, 131370, 131424, 131462,
131486, 131509, 131592, 131622, 221200, 354731,
454400, 454417, 454424, 466588, 466595, 466601,
466618, 466632, 466656, 466670, 466687, 466717,
466731, 466748, 466755, 466779, 466786, 466793,
466816, 466823, 466847, 466892, 466915, 466939,
466991, 467028, 467073, 467110, 467349, 467363,
467387,467479, 467578, 467585, 467608, 467615,
467707, 467714, 467721, 467738, 467745, 467752,
467769, 467776, 467783, 467790, 467806, 467813,
467820, 467837, 467844, 467851, 467875, 467882,
467899, 467905, 467912, 467929, 467936, 467943,
467950, 467974, 467981, 467998, 468001, 468018,
468025, 468032, 468049, 468056, 655814, 655821,
666216, 666223, 666445, 666452, 666469, 666483,
666506, 666513, 667268, 668449, 668715, 668722,
668739, 668746, 668777, 741012, 741029, 741036,
741043,741081, 741098, 741104, 741111, 741173,
741203,741241,741258,741357,741371, 741418,
741470, 741487, 741524, 744419, 775611, 775635,
787829, 789847,733178, 733239, 158995-EQ, 722707-EQ,
722707-GO, 738760-EQ, 738760-GO, 775406, 775406-EQ

Quality & properties Physical & chemical data
* High-grade acrylic quality * Base: Acrylic resin
* Very good coverage * Colourname:
* Excellent adhesion on many surfaces o zinc yellow

.
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Especially suitable for indoor objects

Dust dry in 10 min.

Good flow, smooth surface

Polishable surface

Weather-resistant, light-proof, UV-resistant
Permanent shade- and gloss resistant

Scratch-, shock- and impact-resistant. According
to DIN EN 71-3 suitable for the painting of toys.

golden yellow
ivory

colza yellow
melon yellow
deep orange
signal red
traffic red
traffic purple
brillant blue
gentian blue
sky blue
traffic blue
water blue
leaf green
moss green
grass green
yellow green
silver grey
agate grey
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sepia brown
creme white
grey white
beige

maize yellow
brown beige
saffron yellow
grey beige
vermilion

pure orange
flame red
ruby red
purple red

red violet

blue lilac
ultramarine blue
light blue
cobalt blue
pigeon blue
turquoise green
pastel green
traffic green
light green
iron grey
stone grey
clay brown
red brown
deep black
pure white
light grey
heather violet
sand yellow
daffodil yellow
pastel orange
azure blue
anthracite grey
black grey
blue grey
pebble grey
white aluminium
grey aluminium
traffic white
traffic black
nut brown
chocolate brown
oyster white
capri blue
olive green
window grey
dusty grey
light ivory
traffic yellow
broom yellow
wine red
oxide red
telemagenta
sapphire blue
emerald green
reseda green
may green
squirrel grey
basalt grey
slate grey
concrete grey
graphite grey
traffic grey A
telegrey 4
ochre brown
copper brown
black brown
signal white
graphite black
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papyrus white
signal yellow
yellow orange
carmine red
signal blue
pine green
telegrey 2
traffic orange
black red
turquoise blue
mint green
traffic grey B
steel blue
° rosa
pastel blue
> copper
Smell: Characteristic
Degree of gloss:
o semi mat, 25 5
o gloss, >75
o mat, 10 £2
o high gloss, >85
Efficiency:
> 400ML-0.8-1.5m?
> 400 ML - 1,2 m?
Dust dry: 10 min
Dry to touch:
o 30 min
> 60 min
Completely dry:
°2h
> 24h
Overcoatable: 24 h
Surfaces:
o wood, metal, paper, glass or paintable hard
plastics as well as for many textiles
o metal, wood, glass and many coatable plastics
Minimum Working Temperature: 10 °C
Maximum Working Temperature: 25 °C
Flash point: n.a.
Storage stability: 10 years
Content: 400 ML
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How to use

The surface has to be clean, dry and free from fat.

Remove residues of old paintings and rust, then sand and prime if necessary. Let dry for 1 - 2 hours.
Use Pastic Primer on plastic parts.

Cover areas not to be painted.

Before use, shake the can for 3 minutes.

Test spray at an invisible spot to check colour-matching and compatibility of the lacquer.

Spray from a distance of approx. 25 cm several thin coats.

Do not spray over synthetic paints.

Environmentally sound

European Aerosols is committed to apply formulations without restricted or critical ingredients and to achieve best possible
performance. The caps and packagings are made of recyclable material.

Disposal

Only the completely emptied cans should be put into the recycling skip or appropriate container for reclaimable refuse. Cans
which are not empty should be disposed off as “special refuse”.

Marking/Labelling

All products made by European Aerosols comply with the actual labelling regulations according to Preparation Guideline
1999/45/EG. All aerosols correspond to TRGS 200 and TRG 300 as well as to aerosol guideline 75/324/EWG in the actually
valid version.

As of June 3, 2026 — This release replaces all eventually earlier issued versions.
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